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DOORS AND EXTERNAL STRUCTURE IN “DAMIER” WOOD. 
SUPPORT FRAME AND HANDLES IN PAINTED ALUMINIUM. INTERNAL STRUCTURE AND OPEN COMPARTMENT IN LACQUERED WOOD. 

ANTE E STRUTTURA ESTERNA IN LEGNO “DAMIER”. STRUTTURA DI SOSTEGNO E MANIGLIE IN ALLUMINIO VERNICIATO. 
STRUTTURA INTERNA E VANI A GIORNO IN LEGNO LACCATO.
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DOORS AND EXTERNAL STRUCTURE IN SHELLAC TYPE FINISH. SUPPORT FRAME AND HANDLES IN PAINTED ALUMINIUM. 
INTERNAL STRUCTURE AND OPEN COMPARTMENT IN LACQUERED WOOD.

ANTE E STRUTTURA ESTERNA IN FINITURA EFFETTO GOMMALACCA. STRUTTURA DI SOSTEGNO E MANIGLIE IN ALLUMINIO VERNICIATO. 
STRUTTURA INTERNA E VANI A GIORNO IN LEGNO LACCATO.
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DOORS AND EXTERNAL STRUCTURE IN SHELLAC TYPE FINISH. SUPPORT FRAME AND HANDLES IN PAINTED ALUMINIUM. 
INTERNAL STRUCTURE AND OPEN COMPARTMENT IN LACQUERED WOOD.

ANTE E STRUTTURA ESTERNA IN FINITURA EFFETTO GOMMALACCA. STRUTTURA DI SOSTEGNO E MANIGLIE IN ALLUMINIO VERNICIATO. 
STRUTTURA INTERNA E VANI A GIORNO IN LEGNO LACCATO.
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