
GEORGE 
Gijs Papavoine 2019

EASY CHAIR

SEAT
Construction:
Welded metal frame. Seat 
is upholstered separately 
and screwed into the main 
structure.
Foam: 
A combination of several 
HR polyurethane foams with 
a specific weight of approx. 
45 kg/m³. A finishing layer of 
Dacron covers the foam seat.

MAIN STRUCTURE
Construction: 
Welded metal frame.
Foam: 
Moulded HR polyurethane 
foam with a specific weight 
of approx. 60kg/m³. A softer 
polyurethane foam is glued to 
the backrest for extra comfort. 
A finishing layer of Dacron 
covers the foam backrest.

BACKREST
Construction:
Welded metal frame.
Foam: 
Moulded HR polyurethane 
foam with a specific weight 
of approx. 60kg/m³. 
A softer polyurethane foam 
is glued to the backrest for 
extra comfort. A finishing 
layer of Dacron covers the 
foam backrest.

UPHOLSTERY
The GEORGE is available with 
leather and fabric upholstery. 

BASE FRAME

1.  Metal cantilever base 
(122 mm rods) and plastic 
caps with felt.
Finish:
The base is available
in powder coated matt
black or bronze look.

2. Metal swivel base 
with wooden covers
Styles:
Walnut, matt lacquer 
or oak, whitewash or 
stained in carbon black. 
Legs are fitted with 
rubber feet.

FIRE SAFETY
The armchair is available in 
British standard BS 5852, part 
1 & 2, and CA TB117- 2013.

FOOTSTOOL

MAIN STRUCTURE
Construction:
Moulded plywood
Foam:
HR polyurethane foam 
covered with Dacron.

UPHOLSTERY
The GEORGE footstool is 
available with leather and fabric 
upholstery. 

BASE FRAME

.  Metal cantilever base 
(122 mm rods) and plastic 
caps with felt.
Finish:
The base is available
in powder coated matt black 
or bronze look.

. etal star with wooden 
covers
Styles:
Walnut, matt lacquer or 
oak, whitewash or stained 
in carbon black. Legs are 
fitted with�rubber feet.

FIRE SAFETY
The armchair is available in 
British standard BS 5852, 
part 1 & 2, and CA TB117-2013.
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